
1
1

0
m

m

P W R

N P E X A - C 7 3 3

L E D  g r e e n
p o w e r  s u p p l y

C o m m u n i c a t i o n s  
S t a t u s  I n d i c a t i o n s

T X

R X

1

2

3

4

5

6

7

89S

Zone 0,1,2 6 3- + NPEXA-C733PLC��DCS Hazardous areaSafe area- + Distribution-+ Power supply  24 V DC  Output8 7RS-422RB RART1110TBTATBTARBRA Input2 1RS-422RB RART54TBTATBTARBRA

    Rotary switch                       Distribution           S0                               5V DC, 100mA           S1                               6V DC, 100mA           S2                               8V DC, 50mA           S4                               9V DC, 50mA           S8                               12V DC, 50mA Rotary switch setting0123456789 S Explosive-proof parametersChina National Quality Supervision and Test Centre for Explosion Protected Electrical Products (CQST)Ex marking: �>�(�[���L�D���*�D�@���ƒ�&                  �>�(�[���L�D���'�D�@��
W�&Um: 250V   Certified parameters (Terminals 1, 2; 4, 5):Uo=7.6V,         Io=77mA,        Po=147mW�&�R� �����)����������������������  Lo=6mHCertified parameters (Terminals 3, 6):         Uo=23.1V,        Io=187mA,       Po=1080mW�&�R� ���������)����������������   Lo=0.34mH 

Wiring diagramParametersPower supply:                      Power dissipation:                Input signal:           Control mode:Output signal:Transmission delay:Transmission rate:Distribution voltage:Voltage tolerance:Electromagnetic compatibility: Dielectric strength: Insulation resistance:              Operation temperature:            Storage temperature:             Dimension:        18V DC ~ 60 V DC (Reverse power protection)�”�����:�����'�L�V�W�U�L�E�X�W�L�R�Q�������9�����9�������9���������P�$���”���������:�����'�L�V�W�U�L�E�X�W�L�R�Q�������9�������9�����������P�$��RS-422full-duplexRS-422�”�������V�”�������N�E�S�VRefer to rotary switch setting±10%IEC 61326-3-1�•�����������9���$�&�����L�Q�W�U�L�Q�V�L�F�D�O�O�\���V�D�I�H���V�L�G�H��������������������������������������������������������������������������������������������������������������������������non-intrinsically safe side)�•�����������9���$�&����Power supply���Q�R�Q���L�Q�W�U�L�Q�V�L�F�D�O�O�\���V�D�I�H��side)�•���������0�
�����,�Q�S�X�W�����2�X�W�S�X�W���3�R�Z�H�U���V�X�S�S�O�\��-20°C ~ +60°C        -40°C ~ +80°C17.8mm (W) × 110mm (H) × 117mm (D)

Communication input isolated barrier, it converts the RS-422 digital signals from a hazardous area into RS-422 digital signals to a safe area by isolation, and also provides transmitters with power in the hazardous area. The input, output, and power supply are galvanically isolated from each other.  Communication Isolated Barrier
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